
WARNING - CAUSES EYE IRRITATION AND MILD SKIN 
IRRITATION.  MAY CAUSE AN ALLERGIC SKIN REACTION.
 

Wash hands and exposed skin areas after handling. Avoid breathing 
fumes and vapors.  Wear protective gloves, protective clothing and 
eye protection. Take off contaminated clothing and wash before reuse.  
Contaminated work clothing should not be allowed out of the workplace.  
IF IN EYES: Rinse cautiously with water for several minutes. Remove 
contact lenses, if present. Continue rinsing. IF ON SKIN:  Wash with 
plenty of soap and water.  If eye or skin irritation persists: Get medical 
attention.  Dispose of contents and containers in accordance with 
national and local regulations.  Keep out of reach of children.

YCS Magic Sealant / Adhesive is a high performance sealant 
designed to withstand climate, weathering and environmental 
conditions.  YCS Magic Sealant / Adhesive is the ideal product for 
the YCS Wall Curtain, wall attachment tape, attaching foam board, 
seaming YCS vapor barriers, and replaces two sided tapes.  

YCS Magic Sealant / Adhesive possesses excellent adhesion to a 
wide variety of substrates including vinyl, steel, glass, marble, brick, 
concrete, wood, fieldstone and many other substrates. 

FEATURES:
• Cold Weather Application  • Permanently Flexible 
• Quick Grab   • 25% Joint Movement
• Will Not Shrink or Crack  • Radon Sealant
• Contains No Solvents - Low V.O.C.’s
• Gap Crack Penetration in Basements & Crawlspaces
And for many YCS products, better than two sided tapes. 

SPECIFICATIONS:
• ASTM-C920    • USDA Accepted
• 18 GL V.O.C. Content  
• Meets AAMA Specs 808.3, 805.2, 803.3 (Type I), 802.3 (Type II) 

APPLICATION DIRECTIONS
1. Clean debris.  
2. Cut nozzle to desired bead size. 
3. Pierce inner foil and insert cartridge into caulking gun. 
4. Hold at 45° angle and apply by pushing sealant ahead of nozzle  
    to achieve a smooth seal.
5. Press substrates together firmly.

LINEAR COVERAGE (Suggested) 
YCS Crawl Curtain is a 3/16” x 1/8” bead 64 LF 
YCS Wall Attachment Tape 1/8”x1/8” bead 94 LF
Seaming for YCS 12 mil Vapor Barrier 1/8” x 1/8” 94 LF
And many other uses.
Made in USA 

YOUR CRAWLSPACE, INC.
1007 Johnnie Dodds Blvd. Suite 104
Mt. Pleasant, SC 29464
(877) 442-7295

YourCrawlspace.com

Please refer to the SDS and TDS for this product on our website. 


